


Founded in 1946, NBC is India’s first bearings manufacturer and the last word 
in quality and durability. In 2020, the company acquired leading 

European manufacturer, Kinex Bearings to further boost its exper

75 years since its beginning,  NBC remains India's leading 
bearings manufacturer and exporter. NBC is also the world’s only bearings 

manufacturer to receive the pres
for Total Quality Management.
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 Products from NBC

Since the challenges faced by industry are many, NBC offers a diverse range of excep onal 
bearings. NBC bearings are available in sizes from 04 mm bore to 2000 mm outer diameter.

Ball
Bearings

Tapered
Roller
Bearings

Pillow
Block
Bearings

• Oil Impregnated Polymer Lubricated
• EMB Series High Speed 
(EV application)

• SIB Series Sensor Integrated
• Bearing with Conductive Wire
• TRB Hub Unit
• Low Torque TRB
• Pre-set Hub
• Insuohm Series (Insulated)
• Ceramic Rolling Element
(Hybrid)

• TRB Matched Set
• Black Oxide Treatment
• HCR Series

Special Products &
Technology  

• Single Row
• Double Row
• Four Row
• Unitised Tapered
• Roller Bearing
• Cartridge Tapered
• Roller Bearing
(Railways)

• Deep Groove
• Gen - 1
• Gen - 3
• Angular Contact

• Roller
• Plain

• Single Row
• Double Row
• Four Row
• Cylindrical Bearing
Unit (CBU)

Spherical
Bearings

Cylindri
Bearings
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Needle
Bearings

Thrust
Bearings

• 
• 
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Ball thrust
Roller thrust

UCP
UCF
UCT

∗ Products with special features like high temperature application, special heat treatment, 
coated roller/races and cage options are also available across product range.
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Limits and Fits Guideline TAPERED ROLLER BEARINGS

ABMA RECOMMENDED FITTING PRACTICE

Shaft and housing material, geometry, hardness and surface finish 

must be carefully controlled. Ground shafts should be finished to 1.3 

micron Ra or better; for turned shafts a finish of 2.5µm Ra or better; 

and housing bores should be finished to 4 micron Ra or better.

To  avoid  shearing aluminum and  magnesium  housing during  

bearing  installation,  steel  inserts  should  be  used ; alternatively 

special lubricants may be used for freezing and heating  to facilitate 

assembly. 

A minimum interference fit is required for aluminum of 0.0010* per 

inch of diameter, for magnesium of 0.0015" per inch of diameter.

Where bearings are to be pressed onto a hollow shaft, allowance must be 

made for contraction of the hollow shaft in order to maintain the desired 

radial pressure.

THE NBC PRODUCT ENGINEERING DEPARTMENT SHOULD BE 

CONSULTED FOR PROPER FITIING PRACTICE ON ALL SPECIAL

APPLICATIONS. AFBMA AUTOMOTIVE TAPERED CONE FITTING PRACTICE.
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Table: ISO Tolerance grade for dimensions 
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